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FEATURES

- Thin Belt light weight

- High tensile Strength

- Fatigue and wear Resistance

- Erosion Resistance water/steam/Chemical
- Good Impact Resistance

- Excellent Groove formation ability, low elongation, = \ .f i\ . : 3

- Good Stability ever heated and = J \ -

- Long Service life SO T - S
G

It is the developing trend of fabric conveyor belt
It is mainly used in harsh condition of long
distance Heavy load, high chemical corrosive, etc.
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In’ovatlve Solution to Increase Productivit
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BELTRAM

OIL RESISTANT CONVEYOR BELT

Oil Resistant Conveyor Belt has good Oil Resistant and Organic
Solvent Resistance, It is fit for carrying materials including oil and
organic solvent.

Overlay Glue in NBR which has good Oil Resistant according to
consumer’s Ordering. We choose Strengthen material.

Major variety and Oil Resistanc indicationz
VARIETY APPLY TEMPERATURE TYPE OF OIL OIL RESISTANCE INDICATION
-30C-70C Mineral O, organic solvent Uquid Volume expansion <50%

-30C-70C vegetables O, grease Uquid Volume expansion <50%

Phenomenon, cover rubber flaking

phenomenon, and reverse trough

phenomenon that occurring when oil-containing material is con-
veyed, it prolongs the belt’s life.

: _‘“ By preventing the swelling

It is used to convey chemicals, pulp, pottery, foodstuff, fertilizer,
and when drugs are attached to conveyed material. According to
the conveyed material or the kind of drug attached to the con-
veyed material, acid-proof or alkali-proof cover rubber should be
selected

BELTRAM SKIRTING RUBBER

Skirting rubber is a multi- purpose rubber used as a guarding solu-
tion for all conveyor applications. Available in full width slabs up
to 1500mm wide and also pre-cut skirting strips making it suitable
for all belt widths and trough angles. Skirting rubber is available in
various rubber compounds and thicknesses and can supplied in
shorter lengths and cut down to size depending on the size of the
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BELTRAM

RUBBER SHEET FOR LINNING APPLICATION

Beltram NR is good abrasion resistant rubber for gold
mining industry and slurry applications.

Application:

. Protection against wear and corrosion
. For chute, hopper, slurry pump, sandblasting
. Cyclone
. Vibrating screen
- Thickness: 3, 6, 10, 12 mm
- Wide: 1,200 mm
- Length: 10,000 mm
- Special size is available on request.

Characteristics Test Norm Physical
Values
;i Shore Hardness A Din 53505 38
7 A Tensike Strength MPa Din 53504 21
3. Elongation & bresk % Din 53504 750
4, Tear ResigtanceCressent | N/ mm ASTMD624 65
TearNck 0,5 mm
< Densty g/cm3 DIN 53479 0,98
6. AbrasionLoss & SN Mm3 DIN 53516 92
7 Tear Resistant(strip N/mm DIN 53507 )
specment)- SenA
-SenB 115
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. HIGH QUALITY CONVEYOR BELT - BELTRAM

STEEL CORD BELT

7= Advantage of Steel Cord

<2

The high strength of Steel Cord enﬂ‘:ﬂ??sol;éétidn of Bel-
tram.Steel Cord Belt for much higherworking tensionfre=»
quirement as compared to conventlonal fabric belt.

Long Life ;

Beltram Steel Cord Belt provides long life by uﬁlizing:the
P - high fatigue strength of Steel Gérds
YL L . BRODUCT RANGE

Maximum Belt Width: 3,000 mm
Maximum Belt Thickness: 75 mm

ST-S00ST-630ST-8005T-1000 ST-1250ST-1600ST-20008T-2500  ST-3150ST-4000ST-5000ST-6000

Intermediate strength to site particular customer requirement is available by request.

General purpose abrasion / impact resistantHigh abrasion and heavy mpact
resistanceFire resistant and anti-staticMedium to high heat resistant

All combination of the belt strength and cover rubber grades are availabel within the stated
belt width and belt gauge limitation.

SIDEWALL BELT
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BELTRAM HIGH QUALITY CONVEYOR BELT

Inovatives Design for high temperature
Exelent physical

Beltram Heat Resistant Conveyor Belts have been designed
specially for the transportation of high temperatured raw ma-
terials and products in iron and steel mills, smeiters, cement
plants, fertilizer plants and to operate under high temperature
condition in many other industries.

The Beltram Heat Resistant Belt has been particularly devel-
oped to cover a wide variety of industrial applications requir-
ing belting not only exhibit excellent physical properties but
also provides great resistance to high temperature.

CONVEYOR BELT FOR BELT FEEDER

Beltram Belt Feeder is designed and produced with-high quali-

ty standard for arranging of all applications. Ha‘s'e"ﬂrémely
rugged construction and specially dgsigned which stands'the
shock in loading o r dumping in large%m.

Thickness: 5, 8, 12, to 22 mm ,

Width: 500-2000 mm & -~ \

Length: 5,000 - 100,000 mm W )
Beltram Belt Feeder is designed for minimum maintenance

and long term operation.

- Y

CONVEYOR BELT FOR GRITBLASTING MACHINE

Beltram produce Conveyor Belt for Gritblasting Machine with
high guality.

Thickness: 12, 22 and 30 mm

Width: 720, 900, 1200, 1400, 2000 mm

No. Of ply: 5,6, 7,9

Length: 2,300 - 10,000 mm

Softer rubber materials with high elongation, designed to
absorb high deformation pressures caused by the material
handled and to repel deposits.

= N

Suitable for any brand of gritblasting machine. Special size is
also available on request.

| Seoul Finance Centre Level 21, Taepyeongno 1-ga, Jung-gu, Seoul 100768



BELTRAM PRODUCT
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BELTRAM FULL CERAMIC PULLEY LAGGING

When conventional rubber lagging fails to correct belt slippage, the solu
tion is BELTRAM Full Ceramic Lagging — featuring the highest coefficient
of friction available.
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Features and Benefits:

* Hest in class 80% ceramic tile coverage

* Two to three times the friction of conventional rubber [agging

* Rubber-backed ceramic tiles with a raised “buttons” that embed them
selves into the belt’s underside for nor-abrasive traction

* Exceptional performance in wet, muddy, or dry conditions

* None of the sharp particles or abrasive edges associated with other ce
ramic lageging products

» Fast, easy installation that doesn’t require removing the pulley from
the conveyor

Applications
* Any operation experiencing slippage problems
» Far systems with pulley diameters from 12" — 72

»

(300 — 1800 mm)

Specifications
« Temperature rating: 5° F to 185° F (-15° C to 85" ()
* Rubber compound: SBR

Rubber hardness: 684 3 Shore A

Thickness: 12 mm

* Ceramic compound: Aluminum Oxide (Al;05)

» Ceramic hardness: 83 HRA Rockwell Hardness Scale A

FRAS (Fire Resistent Anti-Static) MSHA Certification##t MHSA No. 1C-190
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BELTRAM PRODUCT A
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BELTRAM SURFACE PROFILE
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N\ BELTRAM PRODUCT

BELTRAM PRESS MACHINE BELTRAM RUBBER LAGGING

SUMMARY To eliminate belt slippage, increase pulley life, improve
BELTRAM rubber vulcanizing press is de- water shedding, and boost productivity, BELTRAM
signed and assembled with the following Rubber is a smart, cost-efficient choice. Plus, it can be
components: installed on site with a fast cold vulcanization process.
suniform pressure system

e Custom cooling system within platens BELTRAM Diamond-Pattern Lagging — Based on the

« fast heating system design of treads used for rain tires, the diamond sur-

e Light but sturdy structure of extruded alu- face pattern splits the film of water and deflects it into
. A M—— the grooves — away from the pulleys.

e Temperature Control Panel for reliable '
heat monitoring Features and Benefits:

» High-durometer rubber for abrasion resistance and
water-shedding

» High friction coefficient

Options:

» Available in SBR and FRAS approved rubber

BELTRAM Plain-Pattern Lagging — Helps prevent belt
slippage in the dirtiest environments.

Features and Benefits:
» Horizontal grooves that trap and deflect water from
pulleys
* Rubber flexes during use, shedding excess material
and preventing build-up
* Much higher friction coefficient than plain
sheet-type lagging
Intermediate rubber (tie g Options:

Dimensions Thickness Weight » Available in SBR and FRAS approved rubber

Designation

Intermediate rubber (tiegum) 500 x10000 0.8 mm  10kg
For Standard, K and HR-quality. mm
White protection foil.

SR SN
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BELTRAM PRODUCT N\

BELTRAM HEATING SOLUTION BELTRAM TOP COVER
| D siution

Beltram Heating Solution T4 CFC- free
For Standard, K and HR quality cover rubber i o on o (pohy).

over rubber, uncured (cover stock)

Polymer basis IR/BR DIN 150 1629

Specific weight 112 gfem* DIN EN 15011831
BELTRAM PREMIUM RUBBER Hardness 64 Shore A DIN 1SO 7613-1

Resiience 42 % DIN 53512

Electric resistance Antistatic®

Tear resistance 21 MPa I1SO 37-1994 (DIN 53504)

Tear elongation 450 % ISO 37-1994 (DIN 53504)

Tear-growth resistance 21 N/mm 1SO 34-1-2004 Method A

*Surface and volume resistivity < 1 x 1076 Ohm, tested in accordance with DIN iEC 60095 / VDE Q303 pact 30

BELTRAM ADHESIVE

| -
_——— 9 3 S . 2%
BELTRAM?® premium rubber . )
Beltram premium rubber is a 95% natural rubber that exhibits ‘ :
: an . . \DVULCAN
outstanding resilience, strength and resistance to cutting,
tearing and abrasion.

ADHESIV|
FEATURES = = p—

BR - 2000

= Proven ‘Best in Field’ performance in fine slurry abrasion
» Excellent resistance to cutting and tearing
* High resilience and low modulus

* Resistance to a wide range of Chemicals Properties:

APPLICATIONS BELTRAM bonding systems are easy to use and guarantee reli-
The uses of Beltram premium rubber are almost unlimited able, strong bonds. The two-component adhesive systems are
* Pipe lining used with 4 % hardener and display outstanding contact

* Chute lining bonding properties. For conveyor belt splices and repairs,

* Tank linings Cement SC series adhesives offer optimized time windows for
* Hydrocyclones contact bonding and long pot life. Carefully matched raw ma-
* Pumps terials, consistent production and a high standard of quality

e Hoses for the packaging results in long shelf-life.

* Valve liners

* Belting Area of application:;

SIZES AND AVAILABILITY Two-component adhesive for reliable rubber-rubber, rub-
Standard Sheet size: 1200mm x 10.000m m nominal ber-fabric, rubber-metal and fabric-fabric bonding, may be
Part sheets available to order used in corrosion and wear protection applications as well as
Standard thickness range: 1.5 mm to 20.0 mm for conveyor belt applications.
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BELTRAM

for further

information please contact your

local

distributor



